
Installation Instructions
Kubota RTV 500 Windshield

Seizmik products are designed, developed, and 
manufactured by Vialink Corp.  If you have any 
questions, comments, need assistance, or are missing 
parts, please call 1-866-838-3366 xt.110 between 
9:00AM and 5:00PM EST.  Or email us at 
info@seizmik.com

Featuring easy under-hood access
Trailerable to 65 MPH
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Kubota Windshield 
Mounting Kit Contents:
A. Nylon Clamps (4) 
B. Rubber Shims (8)
C. Clamp Bolts w Nuts and 

Washers (4)
D. Fabric Panel
E. Aluminum Extrusion
F. 10/24 Bolts w washers 

and nuts (5)

Recommended For Install:
1. A Wrench or Socket Set
2. Philips Head Screwdriver
3. A Second Person
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1. Attaching the extrusion to windshield
The bottom of the windshield has 5 holes that match up to 5 holes that are in the 
Aluminum extrusion (E).  Using hardware (F) bolt the extrusion on to the windshield so 
the channel is facing forward as shown below. Please be sure to not over tighten.

2. Installing the windshield
Two shims are put inside the clamps as shown in this image below. The clamps with 
the shims inside are then snapped around the roll cage tubes to the top of the roll cage 
just above the handle. Make sure the clamps are level. Mount the windshield resting on 
the clamps through the top two holes of the clamps using hardware (C). Assistance 
from a second person will be required for this operation.   The windshield is designed to 
be flexible and conform to the roll cage. At this point the windshield should look like the 
image below.



Now snap the two bottom nylon clamps with the shims to the bottom of the roll cage 
tubes and bolt through the windshield using the rest of hardware (C). This is when the 
windshield will flex to conform to the roll cage.  At this time your windshield should look 
like picture below.

The top of the fabric panel has a thick cord that is sewn into it.  Locate the end of the 
cord and feed it into the opening of the aluminum channel.  Make sure that the Velcro 
pads are facing to the rear so that it is not backwards.  Once the skirt is centered wrap 
the sides of the lower panel around the roll cage tubes and fasten it to itself.

3. Installing the fabric panel.

Notice: specifications subject to 
change without notification
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